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HEATING TECHNIQUE - 0207

HEATING SHOWCASE
Mabout

The showecase includes QIR lamp, which provides
both heat and light simultaneously, heating elements
beneath the glass-ceramic plate, and flip-up doors on
both sides. On the service's side, there is a removable
shelf with a cutting board. The control panel is located

separately from the showcase and is designed to be inte-
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grated into a cabinet. You can set different temperatures
for each side of the showcase, depending on the type.
Additionally, it features a meat thermometer that allows
you to monitor the exact meat temperature and is
connected to the control unit.
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1x CONTROL KNOB with 2x SWITCH - for each lamp,
1x SWITCH for thermometer, 1x MAIN SWITCH
2x DIXELL for plates

1x CONTROL KNOB with 3x SWITCH - for each lamp,
1x SWITCH for thermometer, 1x MAIN SWITCH
3x DIXELL for plates

Outside dimension:
Width (x) [mm] 755 |
Depth (y) x Height (z) [mm] 938 + 632

The temperature depends on the value you choose and can be set in the range of +30°C ~ +100°C
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Voltage 1, N, PE ~ 230V, 50Hz
Power input 1,5kW 2,2kW
Current draw 6,8A 10A
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Heating showcase 2GN

Heating showcase 3GN

20

2025 © GASTRO PRODUCTION




